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Content This document contains the description of all the configuration parameters of the SEANET 
CC Control Center application software in version v2.0_B. This document is intended for 
system administrators and users with administration privileges. For the user manual, 
session configuration and use procedure for user without administration privileges, refer 
to the user manual. 

  

Introduction The SENET CC Control Center application can be configured in two ways: through the 
graphic user interface or through an editable configuration file. All parameters can be set 
in both modes without restrictions. 
To use the configuration graphical user interface, it is necessary start the SEANET CC 
Control Center with a user that has administrative privileges. For the configuration file the 
operating system write privileges are needed. 
By default, the configuration files are located in the etc folder under the application main 
directory. In some cases, the configuration file may be placed in a different location, always 
refer to the system administrator for details. 
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1 Introduction 
The SENET CC Control Center application can be configured in two ways: through the graphic user interface 
or through an editable configuration file. All parameters can be set in both modes without restrictions. 
To use the configuration graphical user interface, it is necessary start the SEANET CC Control Center with a 
user that has administrative privileges. For the configuration file the operating system write privileges are 
needed. 
By default, the configuration files are located in the etc folder under the application main directory. In some 

cases, the configuration file may be placed in a different location, always refer to the system administrator 

for details. By default the configuration file is named: scc_conf.properties 

A template reference file is provided for all CSV and XML files inside the application folder directory. In case 

the SEANET CC is distributed as a preconfigured package, the template files may not be present or provided 

separately. 

2 Description of the configuration parameters. 
The configuration keys described in the table are the basic parameters of a standard SEAMET CC installation. 

The table also contains the parameters of the most common modules or for the plugin present in a basic 

standard installation. For the configuration of customized or separately installed modules, refer to the 

module specific manuals or to system administrator. 

Key Description 

CC_STYLE_CSS_FILE CSS Style file path 

CC_DISCOVERY_MULTICAST_ADDRESS_IPADDR IP address used to receive multicast messages in the 
case of dynamic resources. 

CC_DISCOVERY_MULTICAST_PORT_UINT Port number used to receive multicast messages in the 
case of dynamic resources. 

CC_STATIC_NODE_XML_FILE Path of the file that contains the description of the 
static resources (if present). 
Refer to the template for syntax and details. 

CC_EXT_PLUGIN_PATH_PATH Directory that contains all installed plugins. All SEANET 
CC plugins and modules are files with the .sem 
extension. 

CC_USER_COMMAND_CSV_FILE Path to the CSV file that contains the user custom 
commands. In the CSV file can be specified commands, 
scripts and icons associated with each user custom 
command. 
Refer to the template for syntax and details. 

CC_MAINACTION_BIN_FILE Command or script associated with the main user 
configurable button. 

CC_VIDEO_PLAYER_BIN_FILE External video player bin file. 

CC_VIDEO_PLAYER_CLEANUP_BIN_FILE External video player cleanup script. This script or 
command is executed when the video player specified 
in [CC_VIDEO_PLAYER_BIN_FILE] is closed. 

CC_VIDEO_PLAYER_MAX_VIDEO_UINT Maximum number of video streams that can be played 
simultaneously. 

CC_ENABLE_NODE_MIXED_MODE_BOOL Enable of mixed mode filter in the resource tree view. 
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FLIR Key Description 

FLIR_AUTOMATIC_CONTROL_REQUEST_BOOL Enabling of automatic control request. 

FLIR_LUVEO_TIMEOUT_UINT FLIR camera timeout value in seconds. 

FLIR_CGI_PORT_UINT FLIR camera CGI port. 

FLIR_NODE_PATH_PATH FLIR Node properties files path. 

 

Preset Key Description 

PRESET_MIN_SCAN_TIME_SEC_UINT Minimum scan time in seconds. 

PRESET_MAX_SCAN_TIME_SEC_UINT Maximum scan time in seconds. 

PRESET_MIN_SCAN_REPEAT_UINT Minimum scan repeat. 

PRESET_MAX_SCAN_REPEAT_UINT Maximum scan repeat. 

 

3 Log configuration 
Log configurations can be modified only be editing a configuration file: scc_logging.properties. If this file is 

missed, not readable or not valid default Java JRE log configuration file (“lib/logging.properties”) is 

used. 

Syntax and parameters of the file scc_logging.properties are the same of the Java JRE standard file, refer to 

the Java documentation for details. 

4 Static node configuration 
Static resource can be added in the file: static.xml. Template and skeleton for this file can be found in SEANET 

CC installation directory. Syntax for this file is: 

Param Node_description depend on resource type and contains the description of the static node. If 

arguments are needed, can be added in the description field separated by “,”. See template or example file 

for details. 

  

<?xml version="1.0"?> 

<staticNodes> 

 <staticNode> 

  <name>Node_Name</name> 

  <desc>Node_description</desc> 

 </staticNode> 

 <staticNode> 

  <name>Node_Name</name> 

  <desc>Node_description</desc> 

 </staticNode> 

… 

</staticNodes> 
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5 User command configuration 
User customizable command can be configured in: usercmd.csv. This is a simple CSV file that contain the list 

of user command for current session. Template and skeleton for this file can be found in SEANET CC 

installation directory. Syntax for this file is: 

First row *,,[icon_path] set the icon for the user command menu button (in case the toolbar is too small to 

contain all user command button). Following line set the user command, one command per line. 

Name: User command button text. 

Icon_path: user command icon path. 

Command: Command or script associated at the user command. 

 

6 Node properties file 
Node properties can be added in the file nose/[Node_name].properties. Etch node can have a properties 

file but is not require, if properties file is not available the default values are used. Syntax for this file is the 

same used for main configuration file scc_conf.properties. Common configuration key reported in the 

following table, other key can be added for specific module or plugin, refer to module or plugin manual for 

details. 

Preset Key Description 

SHADOW_CONE_MIN Min shadow cone value in degree 

SHADOW_CONE_MAX Max shadow cone value in degree 

HEADING_VALUE Heading value in degree 

 

 

 

 

 

 

 

 

  

*,,[icon_path] 

[Name],[Icon_path],[Command] 

[Name],[Icon_path],[Command] 

[Name],[Icon_path],[Command] 

…. 
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Revision list 

22/10/2020 Rev1 
  
  

 

Acronyms 

IID Internal Identity 
CC Control center 
EOSS Electro-optical surveillance system 
LR Long Range 
VTS Vessel Traffic System 
VTMIS Vessel Traffic Management & Information Systems 
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