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CPS-A1
COUNTER-PIRACY SENTINEL

MODEL:  CPS-01.001

LONG RANGE ACTIVE NON-LETHAL DEFENCE SYSTEM

▪ ZEISS Riflescope
3 – 12×
7.2° – 2°

▪ THERMAL Camera
FLIR Boson Core
640x512
18° HFOV

▪ DLTV Camera
DLTV Colour
Full HD 30x
Optical zoom

▪ LASER Dazzler
Up to 5W CW
Variable DutyCycle
5 m-rad

▪ LRAD 450XL
Up to 1.7Km range
All-weather use

▪ IR Illuminator

▪ Searchlight

The CPS is a non-lethal active defense system for long range
and offshore application. The base version, with manual
handling is an effective and economical anti-piracy solution,
integrating all the warning, communication and discovery
systems in a single platform.
It is also available in remote controlled motorized version.
Eliminating the need of local operator, this version of the APS
raises the level of safety and makes it suitable for applications
with very high-risk level, armed conflict or gunfight.
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CPS-A1
COUNTER-PIRACY SENTINEL

CPS-01.001

The following table shows the main features of the payload systems installed in the standard
version¹.
According to the customer's needs, all the systems installed can be suitable to meet even harsh
environment requirements and to operate in the most complex situation.
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¹Some parts or features of the payload may be changed 
without prior notice from the manufacturer.

LRAD 450XL Long range speaker

Peak Output 150dB SPL @ 1 meter Sound Projection +/- 15°

Continuous Output 146db SPL @ 1 meter Ranges 1,7 Km

Maximum range up to 1,700 meters in ideal conditions. Operational range up to 500 meters over 
88dB of background noise. Ranges based on continuous output.
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ZEISS VICTORY VA4 VA 3-12x56 IL

Magnification 3 – 12X Effective lens diameter 27.7 – 56 mm

Exit pupil diameter 9.2 – 4.7 mm Twilight factor 9.1 – 25.9

Field of view 12.7 – 3.2 m Diopter range + 2.0 | − 3.0 dpt

FLIR BOSON LWIR THERMAL CAMERA

Resolution 640x512 Spectral Band 7.5 µm – 13.5 µm

pixel pitch 12 µm NEdT <40 mK

f-number 1.0 Frame Rate 60Hz baseline

DLTV Color Camera

Resolution FHD (1920x1080) Video format 1080p, 720p

Optical zoom 30X (+12X Digital) FOV 63.7 °

WDR, Image stabilization, 2D/3D Noise Reduction, Auto ICR, Masking zone

LASER DAZZLER

Output power 5W Divergence 5 mRad

Wavelength 532nm (Green) Operation Pulsed or CW

Dazzling distance: 3km, circular spot, 15 meters diameter, Sharp Edge

IR BEACON SEARCHLIGHTS

Power 2W Output power 12M PBCP

Wavelength 808nm Range 3,5 km (1 lux)

Spot at 500m: 20 x 20 meters Beam Width 1° to 40° (motorized)
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Mechanical information

V Rotation ± 15 °

H Rotation ± 170 °

Weight 50 Kg
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Handle
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