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LDX is a series of laser dazzler for deterrence, non-lethal
defense and communication applications.
They are designed for OEM military applications, so they
meet all the robustness, durability and reliability
requirements for the most demanding environments. They
are based on a completely solid-state technology that allows
to have a long operational life of the product even with
intense and continuous thermal and mechanical stresses.
The LD100x series lasers are available with optical fiber
output (connector or pigtail) or integrated optical collimator.
Divergence, optical distribution and spot shape can be
customized according to the needs of the application. All
LD100x series lasers can operate in continuous wave or
pulsed mode, custom encoded pulse patterns can be defined
for communication or IFF applications. Emission can be
controlled via serial interface or TTL signal.

Key Features 
 High power, up to 6W
 Designed for use in harsh

environments
 MIL Standard
 Compact & lightweight
 Customizable OEM
 Integrated optics
 Coded pulse emission
 Easy integration
 Nonlethal

Applications 
 Defense
 Dazzling
 Flash blindness
 Signaling
 Communication
 IFF

Warning
Laser radiation:
Class 4.
Laser protective 
eyewear required
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Laser power 1W, 2.5W, 5W, 6W, User defined

Wavelength 520 nm (532 nm available)

Radiation divergence >4 mrad, User defined

Interface RS422, RS232, CAN, TTL

Output Optical fiber connector, pigtail or integrated collimator.

Power 9 – 24 VDC, < 20W

Compliance MIL-STD 810G Salt Spray
MIL-STD-167-A
MIL-STD-461G
CE, Reach, Rohs

LDX
LDX LV2

Specifications:

NOTE: Dimensions and shape of the laser 
emitter could change according to the 
characteristics requested by the customer.
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Part number Power Wavelength Output

LD-50I01 5000 mW 532 nm Integrated optics

LD-5001 5000 mW 532 nm Fiber

LD-50AI01 5000 mW 520 nm Integrated optics

LD-50A01 5000 mW 520 nm Fiber

LD-25AI01 2500 mW 520 nm Integrated optics

LD-25A01 2500 mW 520 nm Fiber

LD-10AI01 1000 mW 520 nm Integrated optics

LD-10A01 1000 mW 520 nm Fiber

Custom solutions: Custom solutions can be studied for specific application.
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Product:

NOTE: Dimensions and shape of the laser emitter 
could change according to the characteristics 
requested by the customer.

External collimator (optional):
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